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From theoretical studies and experiments on the core, the so-called capillary end effect is known, also called the effect of
phases capillary entrapment. When carrying out laboratory experiments to determine the relative phase permeabilities,
capillary end effects appear on the core models of the reservoir. These effects can occur as a result of capillary ruptures at
the ends of the core sample, which leads to the accumulation of one phase in relation to the other, and thereby affects the
movement and retention of the fluid. The region of capillary end effect, which occurs due to the rupture of capillaries at the
exit from the sample, affects the change in pressure drop and saturation by a particular fluid. If the influence of capillary
end effects is significant, then the experimental conditions are modeled incorrectly, which can lead to serious errors in
predicting the productivity of the studied formation.

This paper presents the results of studying the porosity-permeability properties of determining the relative phase permeabilities
and the analysis of the studies of the capillary end effects influence mechanism on the filtration capacity of rock samples during
laboratory studies using the example of terrigenous and carbonate types of the Pavlovskoye reservoir. According to the results of
the studies, the significance of capillary end effects in filtration experiments was established using the example of determining
the relative phase permeabilities. Recommendations are given with the aim of minimizing the negative influence of the end
effects. The capillary effects can be overcome by increasing the length of the test sample, as well as by increasing the fluid flow
rate during a laboratory experiment to determine the relative phase permeabilities.

us TEOPETUYECKUX Hccneuona}mﬁ " 3KCIIEPMMEHTOB Ha KE€pHE N3BECTEH TakK Ha3BIBAEMBIIT KaIIHJIJ'IHPHbe[ KOHHEBOﬁ B(IJ(IDEKT,
WJIN, KaK €ro emnle Ha3bIBawT, B(IJ(IJEKT KanuJJIApHOTO 3allleMJIEHUA 11)33. HpI/I IIpoBeAeHNUN naﬁopaTopme OKCIIEpUMEHTOB 110
OIIpenesIeHUI0 OTHOCHUTEJIbHBIX (I)HSOB]:IX HpOHI/IIIaeMDCTeﬁ Ha KEPHOBBIX MOJEJIAX IIJIaCTa BO3HUKAIT KallWJIApHbIE
KoHIleBble 3G dekThl. JlaHHble 3P deKTh MOTryT BO3HMKATh B pe3yJibTaTe KamWUIAPHBIX Pa3phiBOB Ha KOHIAaX obpaslja KepHa,
4YTO IIPUBOAUT K HaKOIJIEHUIO OJJHOfI (pasm 110 OTHOLIEHWI K ):[pyroﬁ, U TeéM CaMBbIM BJIMAIT Ha ABUXEHHE U yAepXaHHe
duronza. O61acTh KaMUJIAPHOTO KOHILEBOTo 3QQeKTa, KOTOpas BO3HUKAET BCJIeJCTBHME pa3phlBa KaNuJUIAPOB Ha BRIXOJE U3
obpasia, okasblBaeT BJIMAHME HAa HM3MeHeHUe Ilepenaja JaBjeHus M HaChIeHHOCTHU ompefejeHHhM ¢uongoM. Ecam
BJIMsAAHNE KallWJIJIAPDHBIX KOHIIEBBIX Btl)q)el(TOB 6y;:(eT 3HaYUTEJIbHBIM, TO YCJIOBUA ITPOBEAECHUSA SKCIIEPUMEHTa MOAEJINPYIOTCA
HEBEPHO, YTO MOXET IIPUBECTU K C€PbE3HBIM omubkaM IIpU IIPOrHO3MPOBAHNU MPOU3BOAUTEJIPHOCTH U3y4YaeMoOro I1Jiacra.
Hpe}:[CTaBJ'[eHbI pe3yJibTaThl U3Y4YE€HUA q)l/IJ'II:TpaLU/IOHHO-eMKOCTHbIX CBOWICTB omnpeneseHuss OTHOCUTEJIbHBIX c1)a30}3h1x
MPOHUIAeMOCTeH U aHaJIM3 HCCJIeOBAaHUI MeXaHHU3Ma BJIMAHUA KalWUJIAPHBIX KOHILEBBIX 3PPeKToB Ha (UIbTPALIOHHYIO
C1ocoGHOCTh 06pa3sIioB FOPHBIX NMOPOJ BO BpeMs NpOBe/leHHs JJaGOpPaTOPHBIX MCC/Ie[OBAHUII HAa NMpUMepe TePPUIeHHOro U
KapOOHATHOrO THUINOB KoJuleKTopa IlaByioBckoro MecTopoxzaeHuA. Ilo pesyibTaTaM NPOBEAEHHBIX MCCJIE[OBAHMIA
yCcTaHOBJIEHAa 3HAYMMOCTh KallWJUJIAPHBIX KOHIEBBIX 3(1)(1)6KTOB npu (I)I/IﬂpraL[PIOHHI:IX 3KCIIepMMeEHTaxX Ha IIpuMepe
onpejieJieHUs OTHOCHUTEJIbHBIX (a30BEIX MPOHUIaeMOCTel. J[aHBl peKOMeHAalMH C IeJIbl0 MaKCHMaJbHOI'O CHIXEHUS
OTpULIATEJIPHOI'O BJIMAHUA KOHIEBBIX BIIJIIDGKTOB. Karmnnapl—me BII)II)GKTH MOTr'yT IIp€o0JIEBAThCA IIyTEM YBEJIMUYEHUA NJINHBI
uccjelyeMoro o6pasnja, a Takxke € NOMOIIbI0 BO3pacTaHus pacxoja ¢Jiouja B Ipolecce NpoBeJeHUs J1abopaTOPHOTo
SKCIIepUMEHTA 110 OIpe/ie/IeHUI0 OTHOCUTEJIbHBIX (Pa30BhIX IPOHUI[AEMOCTEMH.
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Introduction

Liquids inside oil reservoirs move around along
extremely complicated systems of branching out pore
channels that vary in size. THEREFORE a joint stream of
two immiscible liquids, like oil and water, are marked by a
vast, extremely curved interface surface that is affected by
surface forces. Each of the phases moves within its system
of pore channels maintaining continuity; however, at times
a fluid particle can get into the channel filled with a
different phase. It happens at high gradients of pressure [1].

There is theoretical and experimental evidence of the
so-called capillary end effect, which is also known as the
effect of capillary entrapment of phases. It is caused by the
physical condition of continuity of pressures in phases
both inside the porous medium and at the contact of two
spans of the porous medium. Since pressures within phases
are continuous, consequently, the capillary pressure should
be continuous throughout the entire two-phase span.

This effect can be found around the contact of two
spans of porous medium with different capillary
properties. In this case the saturation of wetting phase
changes around the boundary to a value that equalizes
capillary pressures.

The end effect impact zone spans along the entire length
of the complex model and can significantly affect the results
of laboratory studies [2].

This article attempts to identify the capillary end effects in
laboratory conditions, determine their significance and
analyze their impact using filtration studies in reservoir
conditions, namely, based on the determination of phase
permeabilities.

Phase permeability is one of the most important
parameters characterizing the reservoir fluid distribution
process in oil and gas reservoir rock. Data on phase
permeability are necessary for justifying saleable limits,
petrophysical properties of rocks when making an
industrial estimate of transient oil- and gas-bearing
zones in the strata, gas-hydrodynamic calculations of
technological indexes when choosing a method of impact
on the stratum for enhanced oil recovery, as well as field
development analysis and control.

Conducted Studies

1. Selection and preparation of samples for filtration
studies.

In order to identify and then estimate and compare the
impact of capillary end effects depending on lithology and
various degrees of heterogeneity, the study considered
samples of the core from two lithologically different layers:
Tournaisian (carbonate) and Visean (terrigenous) deposits.
The samples were collected from two wells with high
reservoir properties (Table 1).

The samples were sawed to the size of 80x30 mm
oriented parallel to the layering (Fig.1), and then
prepared for filtration studies.

The core samples were washed in alcohol-benzene
mixture to remove oil and bitumens using extraction in the
Soxlet apparatus and dried in the cabinet to the fixed weight.
Further, samples were characterized in terms of their
reservoir properties: absolute gas permeability factor and
connected porosity factor (Table 2).

The samples were then saturated with the reservoir
water model that was basically a mineralized solution of
NaCl with concentration of 234 g/1. The samples were
weighed to calculate their pore volume.

After reservoir properties were determined, the prepared
samples were placed inside the filtration unit (Fig. 2) which
simulated the reservoir conditions and housed the

Fig. 1. Sawed samples

Fig. 2. Filtration unit [TUK-O®II-2-1-4-CY-70-40-AP-3C

Fig. 3. Composite sample model after repeat treatment

experiments. The studies were conducted in the simulated
reservoir conditions at the temperature of 25 °C and under
effective pressure of 5 MPa.

The studies featured the following fluids:

a) reservoir water model that was used to saturate the
samples and determine the permeability coefficient to
water (K,1);

b) isoviscous model of the Pavlovskoye field oil that
was used to create the initial water saturation and
determine the phase permeability to oil (X,,);

c) fresh water that was used as a displacement agent
and to measure the phase permeability to water (X,,).

Residual water saturation was generated by means of
displacement in the filtration unit in reservoir conditions.

The fluid parameters are given in Table 3.

2. Studies conducted using samples 80x30 mm in size.

Filtration testing started with measuring permeability
to reservoir water. The reservoir water was filtrated
step by step, at 5 different flow rates, to the point of
stabilization of differential pressure but not less than
3 porous volumes.

The prepared sample was then put through tests to
determine steady-state filtration using the relative phase
permeability (RPP) method in accordance with OST 39-235-89
in conditions that are as close to the reservoir reality as
possible. Fluids (oil, water) were injected in various modes. In
each mode, the fluids were injected up to the point of
stabilization of differential pressure, resistance, and ratio of
injected and displaced phase volumes [3].

At the end of the experiment permeability was
measured to displacement agent in the sample with
residual oil saturation (Table 4).

HEAPOMOJIb3OBAHUE
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Table 1
Core samples for the research

Table 4

Measurement of permeability to displacement agent

Reservoir type

Permeability coefficient, 10°um?

(V2]

(@)

—l

=

. Sample . . - Gas permeability, Porosity, L

Field number Age Depth, m Lithologic description 10°um? % 2

Pavlovskoye 2244814 Ct  1459.31 _ Brown limestone, oil-saturated, highly porous, 385.96 18.30 G}

with fine caverns formed around organic remains, solid

Pavlovskoye 859915 Ctl, 143315  Dark brown sandstone, intensely oil-saturated, fine-grained, 428.98 20.11 =)

with singular grains of medium size, highly porous, solid <ZE

Table 2 =

Reservoir properties of samples (@)

L

Sample Reservoir Length Z, Diameter D, Porosity, Gas permeability, Pore Residual water (@)

number type cm cm % 10*um? volume, cm? saturation, u.f. >

22-448-14 Carbonate 8.02 2.95 18.61 376.15 11.76 0.120 o

8-599-15 Terrigenous 7.82 2.91 20.99 411.13 12.59 0.270 =

Table 3 é

Fluid parameters E

Fluid Viscosity in reservoir conditions, mPa-s Density, g/cm® Temperature, °C o

Reservoir water model 1.56 1.146 25 %
. Terrigenous reservoir 3.38 0.828 25

Oil model Carbonate reservoir 3.51 0.835 25 <

Fresh water 1.00 1.00 25 E

L

=

o

@)

—

Ll

>

L

(@)

to gas to water 234 g/1 to oil at residual water saturation to water at residual oil saturation
Terrigenous 411.13 340.76 82.49 11.51
Carbonate 376.15 303.90 64.55 10.09

3. Repeat treatment.

After completing the filtration tests using the core of
80x30 mm, the samples went through the repeat treatment
that included the following:

— extraction (removal of oil and bitumens from the rock);

— sawing of the 80x30 mm core into three identical
samples;

— determination of reservoir properties of the samples.

The repeat treatment resulted in the formation of
composite models (Fig. 3).

The results of reservoir properties are presented in
Table 5.

4. Conducted studies with composite models.

Filtration tests were carried out using the same
technique as in Procedure 2. The results of laboratory tests
are presented in Table 6.

Analysis of Filtration Test Results

The results of the laboratory tests were compiled into
tables for comparison, graphs were drawn to make
conclusions about the role of end effects on reservoir
properties of rocks.

The capillary end effect results from erupting capillars
on the way out of the sample, which leads to accumulation
of one phase in relation to another and affects the
measurement of differential pressure and saturation in the
experiment aimed at determining phase permeabilities.

The results of tests are given in Table 7 to compare
reservoir properties and saturation of the 80x30 mm
samples and composite models after the repeat treatment.

When comparing saturation, it is necessary to identify
an increase in water saturation and a drop in oil saturation
in composite models. For example, a solid carbonate-type
sample in the mode of 50 % water with 50 % of oil
demonstrates water saturation at 0.41 u.f.,, whereas a
composite model is at 0.56 u.f. This confirms the presence of
capillary end effects during filtration tests.

At the beginning of studies, absolute permeability was
measured on the reservoir water model using solid samples

80x30 mm in size, which were then sawed into three
approximately identical samples to measure permeability
using the composite model. The measurements were made at
various flow rates (Fig. 4, 5).

The results in the graphs suggest that absolute
permeability of the composite model be lower than that of
the solid 80x30 mm sample. It is worth noting that the
terrigenous sample shows a minor decrease to 17 % in
comparison with the carbonate sample where it can drop
by as much as 40 %. This decrease in permeability is due
to the erupting capillars on the way out of the sample,
which results in one phase building up in relation to
another and affects the measurements of differential
pressure and saturation.

Another important observation is that at higher fluid
filtration rates the impact of capillary effects is reduced.

After conducting the experiment on determination of RPP,
it can be concluded that phase permeabilities to the
composite model are lower than those to the solid sample,
which further confirms the impact of capillary end effects.
Comparing the terrigenous reservoir in the solid and
composite samples, there are slight deviations of relative
permeabilities and water cuts (Fig. 5, a). The carbonate
type showed more pronounced deviations: the composite
sample had higher actual water saturation, while oil
saturation was lower at every step of the experiment in
comparison with the solid sample (Fig. 5, b).

Conclusion

The analysis of results obtained in the studies
confirmed manifestation of capillary end effects that occur
on the butts of certain composite model samples, namely:

e the comparison of saturation values showed an
increase in water saturation and a decrease in oil
saturation in composite models;

e the comparison of permeabilities revealed a drop in
permeability in composite samples.

It is also found that at higher fluid filtration rates the
impact of capillary effects is reduced.

HEAPOMOJIb3OBAHUE
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Table 5
Resulting porosity and permeability properties
. . Sampl o K, to gas, Pore volume, Residual
Field Reservoir type L em D, em & % 107 pm? cm?® water saturation, u.f.
a 2.46 291 21.0 504.9 3.41
Terrigenous b 2.30 2.91 21.02 486.0 3.21 0.28
Pavlovskove c 2.60 291 21.05 458.7 3.58
4 a 2.82 2.94 18.02 396.5 3.30
Carbonate b 2.33 2.95 18.53 476 2.82 0.14
c 2.43 2.95 18.06 383.3 291
Table 6
Laboratory test results
. Permeability coefficient, 10~ um?
Reservoir type to gas to water 234 g/1 to oil at residual water saturation to water at residual oil saturation
Terrigenous 483.20 315.69 53.87 10.23
Carbonate 418.60 255.43 21.25 3.67
Table 7
Test results
Pore . .
. K, to gas, Residual Residual
0,

Reservoir type L, cm D, em K % 10’ um? Voi?nr?e’ water saturation, u.f. oil saturation, u.f.
Terrigenous (solid) 7.82 2.91 20.99 411.13 12.59 0.27 0.35
Terrigenous (composite) 7.34 2.91 21.02 483.2 10.2 0.28 0.31
Carbonate (solid) 8.02 2.95 18.61 376.15 11.76 0.12 0.40
Carbonate (composite) 7.58 2.95 18.61 418.6 9 0.14 0.28

500 60 500 60
R g s - £ 50 /
2 400 > S 400 g
s g = g
88 N TN ——=— %40 % 3%0 7"
2. 300 —t 2 2 30 > 7300 i { ; I I 230
= 2 ‘ = % P —— =
g e Solid sample 5 - 200 [~ sotid sampie 5 = Solid sample
S 150 Zldb ) g 10 P B 5 150 » e 210,775 ;‘m ?1 .

* Composite modef a Pl e~ Composite model| | A< ~#= Composite model =) Vs =~ Composite model|
100 02 T 100 0
0o 1 2 3 4 5 6 0 1 2 3 4 5 6 0 12 3 4 5 6 0 1 23 4 5 6
Flow rate, ml/min Flow rate, ml/min Flow rate, ml/min Flow rate, ml/min
a b

Fig. 4. Graphs of dependence of the absolute permeability coefficient and differential
pressure on a certain flow rate: a - for the terrigenous sample; b - for the carbonate sample

ko,  Oil saturation, fraction unit W o KO, Oil saturation, fraction unit KW, Wat "

L0 08 06 04 02 00 ater cut, % 10 08 06 04 02 00 ater cut, %
1.0 | 1.0 100 > 1.0 Y 1,0 100
0.9 -+ Solid sample 0.9 90 - 0.9 | - Solid sample 0.9 90
0.8 - |-+~ Composite sample H 0,8 80 & s 08 \ | = Composiesampie [ 0.8 80 -
0.7 2 0,7 70 0,7 Y 0,7 70
0, Y 0.6 60 — 06 - 0,6 60

\ 4
0,5 0,5 50 v 0,5 k 0,5 50
04 - 04 40 s 0.4 T 04 40
03 X 03 30 - 03 Y 03 30 >
ol N \ P>

0.2 S - 02 20 = —+— Solid sample 02 T 0.2 20 > " Sold sample
0.1 =] 0.1 10— - * - Composite sample 0.1 0.1 10 = ~+— Composite sample
0,0 1 | 0.0 0+ 7 0.0 i 0,0 01

0,0 0,1 02 0.3 0.4 050,607 0809 1.0 50 60 70 80 90 100 0,0 0,1 02 03 04 05 06 0,7 08 09 1,0 0 10 20 30 40 50 60 70 80 90 100

‘Water saturation, fraction unit Produmd 011 §l1arc in the total volume Water saturation, fraction unit Produced oil share in the total volume
of recoverable oil, % ’ of recoverable oil, %
a b

Fig. 5. RPP graphs and dependence of water cut on the displaced volume:
a - for the terrigenous sample; b - for the carbonate sample

The laboratory experiments on the determination of butts on the flow and retention of fluids. Should this
relative phase permeations shown in graphs demonstrate impact or the end effect defect be considerable, the results
deviations of permeabilities and actual fluid saturations as of the laboratory tests are deemed to be wrong, which may
they relate to the solid and composite samples. The biggest lead to grave errors in forecasting the stratum operation.
differences are identified in carbonate samples. It further Subsequently it is important to consider the manifestation
confirms the impact of capillary fractures at the sample of capillary end effects in filtration tests.

References

1. Mirchink M.F., Mirzadzhanzade A.Kh., Zheltov Iu.V. et al. Fiziko-geologicheskie problemy povysheniia neftegazootdachi plastov [Physico-geological problems of
enhanced oil and gas recovery]. Moscow: Nedra, 1975, 232 p.
2. Shupik N.V. Povyshenie effektivnosti ploshchadnykh sistem zavodneniia nizkopronitsaemykh plastov Zapadnoi Sibiri [Improving the efficiency of areal waterflooding
systems for low-permeability formations in Western Siberia]. Moscow: IPNGRAN, 2017, pp. 24-28.
3. OST 39-235-89. Neft'. Metod opredeleniia fazovykh pronitsaemostei v laboratornykh usloviiakh pri sovmestnoi statsionarnoi fil'tratsii [OST 39-235-89. Oil. Method for
determlnmg phase permeabilities in laboratory conditions with joint stationary filtration]. Moscow, 1989, 29 p.

4. ov A.N. Vliianie kapilliarnykh kontsevykh effektov na pokazateli razrabotki [Influence of capﬂlarytta]]mgeﬁ%cts on development parameters]. Neffianoe khoziaistvo, 2003, no. 9, pp. 54-56.
5. Amiks Dzh., Bass D., Uaiting R. Fizika neftianogo plasta [Oil reservoir physics]. Moscow: Gostoptekhizdat, 1962, 572 p.
6. OST 39-195-86. Neft. Metod opredeleniia koeffitsienta vytesneniia nefti vodoi v laboratornykh usloviiakh [OST 39-195-86. Oil. Method for determining the coefficient
of oil displacement by water in laboratory conditions]. Moscow, 1986, 20 p.
7. Mikhailov N.N. Ostatochnoe neftenasyshchenie razrabatyvaemykh plastov [Residual oil saturation of developed reservoirs]. Moscow: Nedra, 1992, 270 p.
8. Barenblatt G.I,, Entov V.M., Ryzhik V.M. Dvizhenie zhidkostei i gazov v prirodnykh plastakh [The movement of fluids and gases in natural formations]. Moscow: Nedra, 1984, 211 p.
9. Gumatudinov Sh.K., Shirkovskii A.I. Fizika neftenogo i gazovogo plasta [Physics of oil and gas reservoir]. Moscow: Nedra, 1982, 311 p.

HEAPOMOJIb3OBAHUE



PERM JOURNAL OF PETROLEUM AND MINING ENGINEERING

10. Ivanova M.M., Mikhailov N.N., Iaremiichuk R.S. Regulirovanie fil'tratsionnykh svoistv plasta v okoloskvazhinnykh zonakh [Controlling the filtration properties of the
formation in the near-wellbore zones]. Moscow: VNIIOENG, 1988.

11. Mirzadzhanzade A.Kh., Kuznetsov O.L., Basniev K.S., Aliev Z.S. Osnovy tekhnologii dobychi gaza [Gas production technology basics]. Moscow: Nedra, 2003, 880 p.

12. Pirverdian A.M. Fizika i gidravlika neftianogo plasta [Physics and Hydraulics of Oil Reservoir]. Moscow: Nedra, 1982, 192 p.

13. Romm E.S. Strukturnye modeli porovogo prostranstva gornykh porod. [Structural models of the pore space of rocks]. Leningrad: Nedra, 1985, 240 p.

14. Jodry R.L., Cinilingarian G.V., Mazzuiloand S.J., Rieke H.H. Chapter 6 Pore Geometry of Carbonate Rocks and Capillary Pressure Curves (Basic Geologic Concepts).
Carbonate Reservoir Characterization: A Geologic-. EngmeermgAnab/szs Part I. Elsevier, Amsterdam, Vol. 30, 1992, P. 331-377. DOI: 10.1016/S0376-7361(09)70129-3

15. Skopec RA. Proper Coring and Wellsite Core Handling Procedures: The First Stq)TowaIdRehableCumAmlyﬂsJowna[afPeﬂuhmTafnﬂ:gyAplﬂl% vol. 46, iss. 04, pp. 280-280. DOL 10.2118/28153PA
16. Chilingarian G.V., Mazzullo S.J., Rieke H.H. Carbonate reservoir characterization: a geologic-engineering analysis, part 2. Elsevier, 1996, 993

17. Denney D. Whole Core vs. Plugs: Integrating Log and Core Data to Decrease Uncertainty in Petrophysical Interpretation and Oil-In-Place Calculations. Journal of
Petroleum Technology, 2011, vol. 63, SPE. No. 0811-0058-JPT, pp. 58-60. DOI: 10.2118/0811-0058-JPT

18. Herrera R.G., Fernando S.V., Hernandez F.P. On the Petrophysics of Carbonate Reservoirs Through Whole Cole Analysis. Society of Petroleum Engineers, International
Petroleum Conference and Exhibition of Mexico, 10-13 October 1994. Veracruz, Mexico. DOI: 10.2118/28675-MS

19. Johnson N.L., Leone F.C. Statistics and experimental design. New York —London - Sydney —Toronto, 1977, 606 p.

20. Montgomery D.C., Peck E.A. Introduction to liner regression analysis. New York: John Wiley & Sons, 1982, 504 p.

21. Watson G.S. Statistic on spheres. New York: John Wiley and Sons, Inc., 1983, 238 p.

22. Yarus J.M. Stochastic modeling and geostatistics. AAPG. Tulsa, Oklahoma, 1994, 231 p.

23. Indrupskii I.M., Iastrebkova K.A., Shupik N.V. Modelirovanie tekhnologlchesklkh rezhimov raboty skvazhin razlichnogo tipa v nedonasyshchennykh kollektorakh Zapadnoi Sibiri s
uchetom kapllhamogo kontsevogo effekta [Modeling technologlcal modes of operation of wells of different types at undersaturated reservoirs of Western Siberia taking into account
the capillary and effect]. Mezhdunaronaia konferentsiia “Tiumen’'- 2005. Glubokie gorizonty nauki i nedr”. Tiumen', 2015.

24. Indrupskii .M. Uchet kapilliarno uderzhivaemoi vody pri modelirovanii dvukhfaznoi fil'tratsii v laboratomykh 1p1astovykh usloviiakh [Taking into account capillary retained
water when modeling two-phase filtration in laboratory and reservoir conditions]. Avtomatizatsiia, telemekhanizatsiia i sviaz' v neftianoi promyshlennosti, 2009, no. 11, pp. 45-53.

25. Zakirov S.N., Indrupskii I.M., Zakirov E.S., Zakirov LS. et al. Novye printsipy i tekhnologii razrabotki mestorozhdenii nefti i gaza. Chast' 2 [New principles and technolog1es for the
development of oil and gas ﬁelds. Part 2]. Moscow, Izhevsk: Institut komp'iuternykh issledovanii, 2009, 484 p.

26. lastrebkova K.A. Modelirovanie vliianiia kapilliarnykh effektov na nachal'nuiu obvodnennost' skvazhin v nedonasyshchennykh plastakh [Modeling the influence of
capillary effects on the initial water cut of wells in undersaturated reservoirs]. Moscow: IPNG RAN, 2014.

27. Shupik N.V. Vliianie kapilliarnykh kontsevykh effektov na rabotu skvazhin razlichnogo tipa v nedonasyshchennykh kollektorakh [Capillary end effect of wells
different types at undersaturated reservoirs]. Moscow: IPNG RAN, 2015.

28. Orlov D.M., Ryzhov A.E., Perunova T.A. Metodika opredeleniia otnositel'nykh fazovykh pronitsaemostei po dannym nestatsionarnoi fil'tratsii putem sovmestnogo
fizicheskogo i komp'iuternogo modelirovaniia [Method for determining relative phase permeabilities from non-stationary filtration data by joint physical and computer
modeling]. Prikladnaia mekhanika i tekhnicheskaia fizika, 2013, no. 5, pp. 119-128.

29. Efros D.A. Issledovanie fil'tratsii neodnorodnykh sistem [Investigation of filtration of heterogeneous systems]. Moscow: Gostoptekhizdat, 1963, 349 p.

30. Shchelkachev V.N. Osnovy podzemnoi neftianoi gidravliki [Fundamentals of underground oil hydraulics]. Moscow: Gostoptekhizdat, 1945.

31. Kheifets L.I., Neimark A.V. Mnogofaznye protsessy v poristykh sredakh [Multiphase processes in porous media]. Moscow: Khimiia, 1982. 320 p.

32. Kolesnik S.V., Trofimov A.S., Polishchuk S.T. Otnositel'naia fazovaia pronitsaemost' [Relative phase permeability]. Tiumen" Tiumenskii gosudarstvennyi neftegazovyi universitet, 2013, 96 p.
33. Kadet V.V., Khurgin Ia.I. Sovremennye veroiatnostnye podkhody pri reshenii zadach mikro- i makrourovnia v neftegazovoi otrasli [Modern probabilistic approaches to solving problems
at the micro and macro levels in the oil and gas industry]. Moscow, Izhevsk: Institut komp'iuternykh issledovanii, NITs “Reguliarnaia i khaoticheskaia dinamika”, 2006, 240 p.

34. Loitsianskii L.G. Mekhanika zhidkosti i gaza [Fluid and Gas Mechanics]. Moscow, Leningrad: Gosudarstvennoe izdatel'stvo tekhniko-teoreticheskoi literatury, 1950, 678 p.

35. Masket M. Fizicheskie osnovy tekhnologii dobychi nefti [Physical foundations of oil production technology]. Moscow, Izhevsk: Institut komp'iuternykh issledovanii, 2004, 606 p.
36. Syrtlanov V.R., Fatikhov S.Z. O podkhode k remasshtabirovaniiu otnositel'nykh fazovykh pronitsaemostei i kapilliarnykh krivykh [Approach to rescaling of relative
phase permeabilities and capillary curves]. Vestnik TsKR Rosnedra, 2010, no. 5, pp. 42-46.

37. Shagapov V.Sh. O fil'tratsii gazirovannoi zhidkosti [About carbonated liquid filtration]. Prikladnaia mekhanika i tekhnicheskaia fizika, 1993, no. 5, pp. 97-106.

38. Shagapov V.Sh., Syrtlanov V.R. Filtratsiia kipiashchei zhidkosti v poristoi srede [Filtration of boiling liquid in a porous medium). 7eplofizika vysokikh temperatur; 1994, vol. 32, no. 1, pp. 87-93.

39. Pitkevich V.T. et al. Fizicheskoe modelirovanie otnositel'nykh fazovykh pronitsaemostei na granitse oblasti trekhfaznoi nasyshchennosti [Physical modelling of relative
phase permeabilities on the boundary of three-phase saturation zone]. Neftjanoe hozjajstvo, 2009, no. 5, pp. 70-71.

40. Pitkevich V.T. et al. Fizicheskoe modelirovanie dvuh variantov vodogazovogo vozdejstvija na obrazcah kerna [Physical modelling of relative phase permeabilities on
the boundary of three-phase saturation zone]. Neftjanoe hozjajstvo, 2010, no. 1, pp. 62-63.

41. Gupta R. and Maloney D.R. Intercept Method — A Novel Technique to Correct Steady-State Relative Permeability Data for Capillary End Effects. SPE Reservoir
Evaluation & Engineering, vol. 19, iss. 02, 2016, pp. 316-330. DOI: 10.2118/171797-PA

42. Osoba J.S,, Richardson J.G., Kerver JK., Hafford J.A., Blair PM. Laboratory Measurements of Relative Permeability. Jowrnal of Petroleum Technology; 1951, vol. 3, iss. 02, pp. 47-56. DOL 10.2118/951047-G
43. Chen A.L. and Wood A.C. Rate Effects on Water-Oil Relative Permeability. Paper SCA2001-19 presented at the 2001 Symposium of the Society of Core Analysts. Edinburgh, Scotland, 2001.
44. Hinkley R.E and Davis L.A. Capillary Pressure Discontinuities and End Effects in Homogeneous Composite Cores: Effect of Flow Rate and Wettability. SPE Annual
Technical Conference and Exhibition, 5-8 October, New Orleans, Louisiana, 1986. DOI: 10.2118/15596-MS

45. Grattoni C., Al-Hinai S., Guise P., Fisher Q. The Role of Interstitial Water in Hydrocarbon Flow for Tight Rocks. Paper SCA2007-14 presented at the International
Symposium of the Society of Core Analysts. Calgary, Canada, 2007.

Bubnuorpaduyeckun cnmcok

. du3MKo-reosiornyeckye NpodeMsl MOBhHIIeHNA HedTerazooTaauyu mwiactos / M.d. Mupunnk, A.X. Mupsaaxansage, 10.B. XKesros [u ap.]. — M.: Heapa, 1975. — 232 c.
Iynux H.B. [NosbimeHne 3¢ GeKTUBHOCTH IUIOMAJHbIX CHCTeM 3aBOJHEHIsA HU3KONPOHMIIAEMBIX ILIACTOB 3anagHoi CHGHpH — M.: UTTHI'PAH, 2017. - C. 24-2.

. OCT 39-235-89. He(d1b. MeTo[ onpefiesieHns $pa3oBbIX IPOHUIIA€MOCTel B JJAOOPAaTOPHBIX YCJIOBUAX IIPU COBMECTHOMH CTaIlIOHAPHOM qmanpauI/m - M 1989. - 29 c.

. Muxaiinos A.H. BiusHue KannUIAPHBEIX KOHIEBHIX 3G (}eKTOB Ha NoKa3aTesiu pa3paboTku // HedtsaHoe xozsiicTBo. — 2003. — Ne 9. — C. 54-56.

Awmukc k., Bace [., Vaiitunr P. ®usuka HehTAHOro IiacTa: nep. ¢ aHrL — M.: Focron'rexua}:[al‘, 1962. - 572 c.

. OCT 39-195-86. Hedtb. MeTo[ onpenesenus koabduipieHTa BeITeCHeHUS HehTH BOJI0I B JTaDOPAaTOPHBIX ycJIoBUAX. — M., 1986. — 20 c.

. Muxaitnos H.H. OcratouHoe HedTeHachIIeHre paapaGaTmBaeme nyacroB. — M.: Hezpa, 1992. — 270 ¢

. Bapen6uatt IU., EnToB B.M., Prikuk B.M. [[BrkeHVe XKUOKOCTEH U ra30B B NPUPOAHBIX IU1acTax. — M.: Heqpa, 1984. -211 c.

. I'ymatyaunos III. X. ]_Hl/IpKOBC](I/lI/I AM. DusnKa HepTEHOro U rasoBoro miacra. — M.: Hezipa, 1982. — 311

10. MBanosa M.M., Muxaw'[os H.H., Apemuituyk P.C. Peryupopanue GruIbTpaliOHHbIX CBOKCTB ILJIacTa B OKOJ'IOCKBaJK]/IHH.bIX 3oHax. — M.: BHUMO3HT', 1988.

11. OcHOBBL TeXHOJ‘IO]"l/II/l nmo6sruu rasza / A.X. Mupsamxansage, O.J1. Kysuenos, K.C. Bacuues, 3.C. Anues. — M.: Hezpa, 2003. — 880 c.

12. IMupsepasan A.M. ®usnka 1 rupasirka HedTaHoro mwiacra. — M.: Hexgpa, 1982, - 192 c.

13. PommM E.C. CTpyKkTypHBIE MOAEJIM IOPOBOT0 NNPOCTPAHCTBA rOpHBIX nopoA. — JI.: Hexpa, 1985. — 240 c.

14. Pore Geometry of Carbonate Rocksand Capillary Pressure Curves / R.L. Jodry, G.V. Cinilingarian, S.J. Mazzuiloand, H.H. Rieke // Carbonate Reservoir
Characterization: A Geologic-Engineering Analysis. Part I. — Elsevier, Amsterdam, 1992. - 670 p. DOI: 10.1016/S0376-7361(09)70129-3

15. Skopec R. A. Proper Coring and Wellsite Core Handling Procedures: The First Step Toward Rliable Core Analysis // J. Pet. Tech. — April. — 1994. — 280 p. DOL 10.2118/28153-PA

16. Chilingarin G.V., Mazzullo S.J., Rieke H.H. Carbonate reservoir characterization: a geologic — engineerin analysis, part 2. — Elsevier, 1996. — 993 p

17. Denney D. Whole Core vs. Plugs: Integrating Log and Core Data to Decrease Uncertainty in Petrophysical Interpretation and Oil-In-Place Calculations // Journal of
Petroleum Technology. — 2011. — Vol. 63. SPE. Ne 0811-0058-JPT. — P. 58-60. DOI: 10.2118/0811-0058-JPT

18. Herrera R. G., Fernando S.V., Hernandez F. P. On the Petrophysics of Carbonate Reservoirs Through Whole Cole Analysis // Society of Petroleum Engineers,
International Petroleum Conference and Exhibition of Mexico, 10-13 October. — Veracruz, Mexico, 1994. DOI: 10.2118/28675-MS

19. Johnson N.L., Leone F.C. Statistics and experimental design. — New York — London — Sydney — Toronto, 1977. — 606 p.

20. Montgomery D.C., Peck E.A. Introduction to liner regression analysis. — New York: John Wiley & Sons, 1982. — 504 p.

21. Watson G.S. Statistic on spheres. — New York: John Wiley and Sons, Inc., 1983. — 238 p.

22. Yarus J.M. Stochastic modeling and geostatistics // AAPG. — Tulsa, Oklahoma, 1994. — 231 p.

23. Unppynckuii .M., flctpebkosa K.A., Illynuk H.B. MopepoBaHue TEXHOJIOTHYECKUX PEXMOB PabOThI CKBKHH Pa3/IMYHOTO THIIA B HEZJOHACHIIIEHHBIX KOJUIEKTOpax 3anafHoi
CubupH ¢ y4yeToM KalUIAPHOTO KOHLEBOTro addexTa // Mexc}:[yHapOHaﬂ KxoHbepeHIuA «Tomens — 2005. I'TyboKIe rOpHM30HTH HAYKHU 1 HeJip». — TiomeHb, 2015.

24. Unppynckuit 1.M. VueT KamwUIAPHO yAepXXUBaeMO¥ BOIbI IPU MOJAEIMPOBAHUK IByXGbasHo! (IUIbTpanuy B JIaGOPAaTOPHBIX WIUIACTOBBIX YCJIOBUSX // ABTOMAaTH3alis,
TeJleMeXaHU3alusA U CBA3b B HeTAHOI npoMbiiuleHHocTH. — 2009. — No 11. — C. 45-53.

25. HoBble NPUHIUILI U TEXHOJIOTUM Pa3paboTKU MecTopox/JeHuil Heprtu u rasa. Yacts 2 / C.H. 3akupos, U.M. Unapynckuii, D.C. 3akupos, HU.C. 3akupos [u ap.]. —
M., VxeBck: THCTUTYT KOMIIBIOTEPHBIX HccilefoBanuii, 2009. — 484 c.

26. fcrpebkosa K.A. MozaenpoBaHue BJIMAHUA KalWUIAPHBIX 3¢ GeKTOB Ha HadyasIbHyI0 0OBOJHEHHOCTh CKBaXXUH B HeJJOHACHIIEHHBIX IU1actax. — M.: UITHI PAH, 2014.

27. Ulynuk H.B. BiusHre KanuUIAPHBIX KOHIEBBIX 3)(deKToB Ha paboTy CKBaXKMH Pa3/IMYHOTO THUIIA B HEJIOHACHIIIEHHBIX KoJulekTopax. — M.: MITHI PAH, 2015.

28. Opsos [I.M., PsoxoB A.E., IlepynoBa T.A. MeToguka omnpefeseHHA OTHOCHTEJIbHBIX (DA30BBIX NPOHHIIAEMOCTEH 0 AAHHBIM HeCTalMOHApHOHW (UIIbTpAIH IyTeM
COBMECTHOTO (PU3MYECKOTr0 ¥ KOMIBIOTEPHOT0 MOAeINpoBaHus // [IpukiIafHas MexaHuKa U TexHudeckas pusuka. — 2013. - Ne 5. - C. 119-128.

29. Ddpoc I.A. HccirenoBaHue GruibTpanuy HEOAHOPOAHBIX cucTeM. — M.: T'ocronmrexusaar, 1963. — 349 c.

30. Mlesxaues B.H. OcHOBEI oA3eMHOI HePTAHON ruApaBiauku. — M.: Focronrexusnar, 1945.

31. Xeiider JIL.U., Hefimapk A.B. MHOrodasHsle mpomecchl B IOPUCTHIX cpefax. — M.: Xumms, 1982.

32. Kosecuuk C.B., Tpodpumos A.C., ITonumyk C.T. OTHocuTesbHasA (pasoBas NpOHUIaeMOCTb: yue6Hoe nocobue. — TiomeHs: TioM['HI'Y, 2013. - 96 c.

33. Kager B.B. Xyprun f.H. CoBpeMeHHble BepOATHOCTHbIe MOAXO/BI NMPH PellleHNH 3aAad MHKPO- U MaKpOypoBHA B HedTerazoBoii orpacyu. — M.; MxeBck: MHCTUTYT
KOMIBIOTePHHIX HcclefoBanuii, HUL] «PerysspHas u xaoTudeckad JUHaMKKa», 2006. — 240 c.

34. Jlotiuanckuit JI.T. MexaHuKa XXUAKOCTU U rasa. — M.; JL.: TocyjapcTBeHHOe U3AaTesIbCTBO TeXHHKO-TeopeTHYecKoil murepatypsl, 1950. — 678 c.

35. MackeT M. ®usndeckre OCHOBb TeXHOJIOTHH J0ObuM HedTU. — M.; VxeBck: MHCTUTYT KOMIIBIOTEPHBIX HcciefoBaHuil, 2004. — 606 c.

36. CeipriaHos B.P., ®atuxos C.3. O nogxoze K pelvxamaﬁnposalwo OTHOCHTEJTBHBIX (ha30BBIX MPOHHLIAEMOCTEN 1 KaIUTAPHBIX KpYBbIX // BecTHrk LIKP PocHenpa. —2010. —No 5. — C. 42-46.
37. Waramnos B.III. O ¢uisTpanuy ra3aupoBaHHON XKUIKOCTH // HpuKna,;[Haﬂ MexaHUKa U TexHuuyeckas gusuka. — 1993. — Ne 5. — C. 97-106.

38. llaranos B.III., CeipTy1aHOB B.P. ®isTpariyis KUMALIEH XUIKOCTH B TIOpUcToi cpefie // Ternodusmka Beicokrx Temnepatyp. — 1994. — T. 32, Ne 1. - C. 87-93.

39. TIlurkesry B.T. 1 fip. @Bﬂqﬂ:@em}:@mposamdeomomr@mmd)asomnpmwmaﬂmeﬁ rpa}wmeoﬁnaﬂum@amwﬂa&m&m//Habmoexmmcmo —2009.—Ne 5.—C. 70-71.

40. dusnyecKoe MOZIeJIMPOBAHYE ABYX BapHAHTOB BOAOTa30BOro BO3/JeiCTBYA Ha obpasuax kepHa / B.T. IMutkesud [u ap.] // HedrsaHoe xossiicTso. — 2010. — Ne 1. — C. 62-63.

41. GuptaR. and Maloney D.R. Intercept Method — A Novel Technique to Correct Steady-State Relative Permeability Data for Capillary End-Effects. —Society of Petroleum Engineers, 2014. DOL 10.2118/171797-PA
42. Laboratory Measurements of Relative Permeability / J.S. Osoba, J.G. Richardson, J.K. Kerver, J.A. Hafford, P.M. Blair. — Society of Petroleum Engineers, 1951. DOIL 10.2118/951047-G
43. Chen A.L. and Wood A.C. Rate Effects on Water-Oil Relative Petmeablllty Paper SCA2001-19 prwented at the 2001 Symposium of the Society of Core Analysts. — Edinburgh, Scotland, 2001.

44. Hinkley RE and Davis LA. Capillary Pressure Discontinuities and End Effects in Homogeneous Composite Cores: Effect of Flow Rate and Wettability. — Society of Petroleum Engineers, 1986. DOL 10.2118/15506:MS
45. The Role of Interstitial Water in Hydrocarbon Flow for Tight Rocks. Paper SCA2007-14 presented at the International Symposium of the Society of Core Analysts /
C. Grattoni, S. Al-Hinai, P. Guise, Q. Fisher. — Calgary, Canada, 2007.

CONOUTARWN -

HEAPOMOJIb3OBAHUE

DEVELOPMENT AND OPERATION OF OIL AND GAS FIELDS




